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SERIES: P72

DESCRIPTION

Indumart P72 Series Diaphragm Differential
Pressure Gauges are designed to display the
pressure differential of two separate pressure
inputs on a dial indicator. The difference between
high and low pressure inputs results in the
movement of the pointer. They cover an extended
range from 0-2.5 kPa (0-10in.H20) to 0-2500 kPa
(0-360 psi) of differential pressure.

Indumart P72 Series differential pressure gauges
with double welded stainless steel diaphragm
system are mostly used for monitoring filters,
pumps and valves in the water, air, natural gas and
gasoline systems. Where these pressure gauges
are used at measuring points with high dynamic
alternating loads and strong vibrations, they
should be filled with silicon oil to ensure smooth
pointer movement and to protect the measuring
system against wear.

Optionally the P72 Series pressure gauges may
be supplied with a calibration certificate and valve
manifolds. Various types of surface, pipe and
panel mounting configurations are available.

SPECIFICATIONS

Accuracy 1.6% @ 20°C

Dial Sizes 4" (100 mm), 6" (160 mm)
Case & Bayonet Bezel Stainless steel

Double Diaphragm 316 stainless steel (NACE)

Connection Bottom

Thread 72" NPT, BSP thread (option)
Window Glass, safety glass (option)
Max. Temperature 120°C

Pointer Adjustable with slotted bush;

micro adjustment (option)
for <10 kPa span: 10,000 kPa
for >10 kPa span: 20,000 kPa
>10 kPa span: 40,000 kPa (op.)
0...10 t0 0...10,000 in. H20;
0...2.510 0...2500 kPa;
0...25 mbar to 0...25 bar;
see the Range Table

DIMENSIONS & WEIGHT (mm)

Static Pressure

Range

Diaphragm Differential Pressure Gauges

ORDER CODES

Model P72 1 [ _1—[ |
CONNECTION
Bottom T
DIAL SIZE
100 mm (4") 4
160 mm (6") 6
OPTIONS (more than one option may be selected)
Silicon Filling FS
Safety Glass WS
Micro Adjustable Pointer PM
Static Pressure 40,000 kPa (>10 kPa span only) QH
BSP Thread B
Plate for surface mounting MS
Clam Fixing for pipe mounting MP
Front Flange for panel mounting MF
3-Way Stainless Steel Manifold VT
5-Way Stainless Steel Manifold VF
Calibration Certificate RC

Example: P72T4-FS,WS,PM,QH, TB
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@100 mm @100 mm 2160 mm 2160 mm
(10 kPa span)  (>10 kPa span) (<10 kPa span)  (>10 kPa span)
D1 118 118 166 166
D3 54 54 54 54
H1 162 112 162 112
H2 150 100 150 100
L 50 50 50 50
Weight (kg) 16.4 6.4 17.2 7.2
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Specifications may change without prior notice.
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